
Graphical user interface
for individual analyzer 

operation and data 
management

Measurably better

Straight from the Source
The nCLD 811 CM ful�lls the high 
requirements of the automotive industry 
when it comes to generating reproducible 
and reliable NOX and ammonia data. 
Furthermore, it is also very well suited for 
equally dif�cult measurement tasks. With 
its heated inlet and automated pressure 
control, the analyzer is able to handle 
rough samples, such as raw exhaust gas. 
The nCLD 811 CM analyzer is optimized 
for the measurement of N-containing 
compounds, such as NO, NO2, NH3, 
NMP (N-Methyl-2-pyrrolidone) and 
amines. This is the result of an extended 
range of capabilities designed in this 
state of the art monitor, that is virtually 
maintenance free. 

User Friendliness
The new touch sensitive graphical user
interface enables the user to individ-
ually adjust the instrument operation and 
data management according to his/ her 
needs and applications. The bright 7�
monitor gives a clear overview and allows
numerical and graphical display of values.
Multiple digital in- and outputs guarantee
a maximal connectivity for your remote
operation, control and maintenance of
the nCLD 811 CM, ensuring unsurpassed
precision and reliability. Calibration of the
unit runs quick and automatically with all
necessary data available anywhere and
at any time.

Compact, Modular and Intelligent!
The nCLD 811 CM is manufactured in
a new compact and modular layout, in
which each essential component of the
chemiluminescence analyzer hosts its
own CPU and interacts with other CPUs
by BUS-communication. This assembly
increases accessibility and serviceability
by reducing wiring and piping.

•• Compact design without 	
	 any additional space 	
	 required
•• Minimized CO2 and H2O 	

	 quenching
•• Four freely selectable 	

	 measurement ranges
•• Touch screen operation 	

	 or remote operation 

The nCLD 811 CM is the next generation in two-channel emissions monitoring
instrumentation. Unique in speed and reliability, the nCLD 811 CM is modular
designed and allows the continuous analysis of NO, NO2 , NOX , NH3 and
NOX-Amines in raw exhaust gasses and other samples with NOX concentrations
ranging from several thousand ppm down to a ppb. Its graphical user interface
also individually displays and connects to other instruments’ data.

Measurement of: 

• NO

• NO2 

• NOX 

• NH3

• NOX-Amines

ECO PHYSICS   nCLD 811 CM APPLICATION EXAMPLES
· Emissions test benches

· Testing of burner systems

· Catalyst development

· Engine test cells

· Car production

· Exhaust analysis

The nCLD 811 CM is the next generation in two-channel emissions monitoring
instrumentation. Unique in speed and reliability, the nCLD 811 CM is modular
designed and allows the continuous analysis of NO, NO2 , NOX , NH3 and
NOX-Amines in raw exhaust gasses and other samples with NOX concentrations
ranging from several thousand ppm down to a ppb. Its graphical user interface
also individually displays and connects to other instruments’ data.




